iQi<2ldnninqham/Q 
^^Rddiotron ™ 

RCA-V99, RCA-X99 
DETECTOR, AMPLIFIER 


Filament 

Voltage 

Current 


V99-Thoriated Tungsten 
3.0 - 3.3 
0.060 - 0.063 


X99-Coated 

d-c volts 
amp. 


Direct Interelectrode Capacitances: 


Grid to Plate 
Grid to Filament 
Plate to Filament 


Maximum Overall Length 
Maximum Diameter ^ 


_ TypeV^g _ 

Nub 1-Gr id a 

Nub 2-Filament* \i) T v£/ 
Nub 3-Plate 
Nub 4-Filament- 

© © 


S. J 
2.5 
2.5 

Type Vqq 

—j ** 

1- 1/16'* 

T-8 

Small 4-Nub 

_ Type 

F® © FIS 

Pin 

i ^ Pin 

iO © 


Type /g< 


1-3/16" 

T-8 

Small 4-Pin 

*S2 _ 

1- Filament+ 

2- Plate 

3- Grid 

4- Filament- 


BOTTOM VIEWS 
AMPLIFIER (Class 


Operating Conditions and Characteristics: 


Filament 

3.3 

d-c volts 

Plate 

90 maximum 

volts 

Grid 

-4.5 

volts 

Amp.Fact. 

6.6 


Plate Res. 

15500 * 

ohms 

Mut. Cond* 

425 

pmhos 

Plate Cur. 

2.5 

ma. 


DETECTOR 



Typical Operation: 

Filament 

Plate 

Grid 

Plate Cur. Ad 


Grid Leak 
Grid Condenser 


Biased 

Grid-Leak 

3.3 

3.3 

90 max. 

45 

-10.5 approx. 

Return to (4-)FI 1 * 

Justed to 0«2 ns* 

_ 

n no Input signal 

0.25 to 5 

- 

0.00025 ' 


d-c volts 
volts 
volts 


AVERAGE CHARACTERISTICS 
‘ type 99 I I I 

_E f =3.3 VOLTS D.C. I I I 

I I CURVE I PLATE VOLTS 


sW-ML 


58 

S 


^ 6 +2 
GRID VOLTS 92S-547RI 


MAT 1, 1935 


RCA RADIOTRON DIVISION 

RCA MANUFACTURING COMPANY. INC. 


DATA 







^TTadlofron ^ 

RCA-V99 > RCA-X99 


AVERAGE PLATE CHARACTERISTICS 


HE Ef = 3.3 VOLTS D.C, 


BE 4 
<0 
Ul 

cr 
ui 

23 
< 

id 

I 2 2 

Ul 

< 

-I 

0. . 


55 


S5 


40 


60 


100 


PLATE VOLTS 


120 


140 
92S-502RI 


AVERAGE CHARACTERISTICS 



APR.U935 


RCA RADIOTRON DIVISION 

RCA MANUFACTURING COMPANY. INC. 


92C-4396 






















































































